
Workline Series Manual Gas Griddles
Model Part # Description BTU   Weight (lbs)

GGM-18S 3G-GGM-18S Convertible     168

GGM-24S 3G-GGM-24S Convertible     214

GGM-36S 3G-GGM-36S Convertible     306

GGM-48S 3G-GGM-48S Convertible     350

Ships FOB Smithville, TN

Workline Series  
Thermostatic Gas Griddles
Thermostatic Gas Griddles feature modulating thermostat, 3/4” griddle plate, 
commercial-grade welded stainless steel construction and 4” adjustable legs. 
Griddle plate is continuously welded to base. Field convertible gas regulators. 
If shipping via air freight, dimensional weights apply. Backed by APW’s 1-Year 
Parts & Labor Warranty. FOB APW Dock, freight class 70.

Thermostatic Control Advantages:
1) Senses temperature on plate and regulates heat

2) Ideal for cooking a variety of products in different 
temperatures zones

Workline Series Thermostatic Gas Griddles
Model Part # Description BTU  Dimensions  Weight (lbs)

GGT-18S 3H-GGT-18S Convertible 37,500  15 1/2”H x 18”W x 26 3/4”D  160

GGT-24S 3G-GGT-24S Convertible 50,000  15 1/2”H x 24”W x 26 3/4”D  223

GGT-36S 3G-GGT-36S Convertible 75,000  15 1/2”H x 36”W x 26 3/4”D  306

GGT-48S 3G-GGT-48S Convertible 100,000  15 1/2”H x 48”W x 26 3/4”D  350

Ships FOB Smithville, TN

Workline Series 
Manual Gas Griddles
Manual Gas Griddles feature Gas Griddles feature modulating thermostat, 
3/4” griddle plate, welded stainless steel construction and 4” adjustable legs. 
Griddle plate is continuously welded to base. Field convertible gas regulators. 
If shipping via air freight, dimensional weights apply. Backed by APW’s 1-Year 
Parts & Labor Warranty. FOB APW Dock, freight class 70.

Manual Control Advantages:

1) Great for High Heat

2) Highest BTUs drive fast temperature recoveries under heavy loads

3) Needs “experienced cook” to manually control cooking zones

Workline Series equipment stands available

Workline Series equipment stands available

APW Griddles



Workline Series Electric Griddles
Electric Griddles feature a 3/4” griddle plate, electronic snap action controls, welded stainless 
and aluminized steel construction and 4” adjustable legs. Griddle plate is continuously welded. 
Single phase is standard; field convertible to three phase. Available in 208/240V and 220V. 
Standard hardwire configuration does not include cord and plug. Cannot ship UPS. If shipping 
via air freight, dimensional weights apply. Backed by APW’s 1-Year Parts & Labor Warranty. FOB 
APW Dock, freight class 70.

EG-24S

Workline Series Electric Griddles
Model Part # Electric   Weight (lbs)

EG-24S 3G-EG-24S     190

EG-36S 3G-EG-36S     270

EG-48S 3G-EG-48S     383

Ships FOB Smithville, TN
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