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Installation instructions for Hotrod bearing repair kit 

Kit includes the following: 
1.Grease Seal (PN:  422300), Qty-2 
2. Bearing (PN:  422302), Qty-2 
3. Bearing Insert, Embossed (PN:  422304) or 
     Bearing insert, Regular (PN: 422303), Qty-1 
4. Roller Tube, Qty-1 

Hotrod End Housing (Item 5) Bearing Repair Instructions 
1. Ensure that the unit is unplugged. 
2. Remove both side panel’s by unscrewing the 2 bottom screws 

on each panel.  
3. Remove element wiring and element retainers on both sides. 
4. Remove all of the elements from the element supports. 
5. Remove the element supports from both sides. 
6. Remove the chain  
7. Remove the roller and old bearing with the oblong panel hole. 
8. Insert the bearing insert from the outside into the oblong hole. 

(If you have a regular end housing refer to figure 1. If you have 
a embossed end housing refer to figure 2.)   

9.  Next inset the bearing into the bearing insert from the inside 
of the end housing. This should lock the bearing and bearing 
insert in place.  NOTE don’t fold the bearing near the cutout, 
this will cause the bearing to tare. If the bearing does tare 
there is a spare bearing in the kit. 

10. Insert the new roller Tube into the new bearing. 
11. Slide the new expanded grease seals onto the roller tube 

ensuring they match the other roller tube grease seals. NOTE: 
Grease sealer Tool is not included in the kit. 

12. Slide the Roller tube and grease seals into place.  
13. Replace remaining components in reverse order.   
  

Figure 2. Embossed End 
Housing 

Figure 1. Regular End Housing 
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